
18
Certificate Number EMS 39520, ISO 14001 Certified
Certificate Number FM 32099, ISO 9001 Certified
© 2000 HAWKER, CYCLON SELECTION GUIDE, THIRD EDITION

CYCLON 4V/6V MONOBLOC STANDARD ASSEMBLIES

CYCLON 6 Volt Monoblocs

Product Length Width Height Weight
Number Description in. (mm) in. (mm) in. (mm) lbs. (kg)

0819-0012 6V, 2.5Ah Monobloc 4.48 (113.8) 1.81 (46.0) 2.75 (69.9) 1.15 (.52)
0809-0012 6V, 5.0Ah Monobloc 5.48 (139.2) 2.12 (53.8) 3.02 (76.7) 2.16 (.98)
0859-0012 6V, 8.0Ah Monobloc 5.48 (139.2) 2.13 (54.1) 4.00 (101.6) 3.15 (1.43)

CYCLON 4 Volt Monoblocs

Product Length Width Height Weight
Number Description in. (mm) in. (mm) in. (mm) lbs. (kg)

0819-0010 4V, 2.5Ah Monobloc 3.13 (79.5) 1.81 (46.0) 2.75 (69.9) .80 (.36)
0809-0010 4V, 5.0Ah Monobloc 3.80 (96.5) 2.12 (53.8) 3.02 (76.7) 1.62 (.74)
0859-0010 4V, 8.0Ah Monobloc 3.81 (96.8) 2.13 (54.1) 4.00 (101.6) 2.11 (.96)

CYCLON 12 Volt 2x3 Monoblocs

Product Length Width Height Weight
Number Description in. (mm) in. (mm) in. (mm) lbs. (kg)

0819-0020 12V, 2.5Ah, 2x3 4.48 (113.8) 3.52 (89.4) 2.77 (70.4) 2.30 (1.04)
0809-0020 12V, 5.0Ah, 2x3 5.48 (139.2) 4.18 (106.2) 3.04 (77.2) 4.32 (1.96)
0859-0020 12V, 8.0Ah, 2x3 5.48 (139.2) 4.18 (106.2) 4.02 (102.1) 6.30 (2.86)

CYCLON 12 Volt 1x6 Monoblocs

Product Length Width Height Weight
Number Description in. (mm) in. (mm) in. (mm) lbs. (kg)

0819-0016 12V, 2.5Ah, 1x6 8.84 (224.5) 1.81 (46.0) 2.77 (70.4) 2.30 (1.04)
0809-0016 12V, 5.0Ah, 1x6 10.88 (276.4) 2.12 (53.8) 3.04 (77.2) 4.32 (1.96)
0859-0016 12V, 8.0Ah, 1x6 10.88 (276.4) 2.13 (54.1) 4.02 (102.1) 6.30 (2.86)
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