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LITHIUM ION BATTERIES: INDIVIDUAL DATA SHEET CGA103450A

CGA103450A: Prismatic Model

Specifications

Discharge Characteristics

*1 After a fresh battery has been charged at constant
voltage/constant current (4.2 V, 1200 mA (max), 2
hours, 20°C), the average of the capacity (ending
voltage of 3 V at 20°C) that is discharged at a
standard current (340 mA).

*2 Dimensions of a fresh battery
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External Dimensions (mm)  *2
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Aluminum Can: External Housing is (+); Top Terminal is (−)

Charge Characteristics

Cycle Life Characteristics

Width
Height

Thickness
Weight

Dimensions*2

Nominal Voltage
Standard Capacity*1

3.6 V
1950mAh

34.0 + 0/-0.6mm
50.0 + 0/-1.0mm
10.6 + 0/-0.6mm

Approx. 40g
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Charge Conditions: 4.2 V, CVCC Max. 0.7C(1295mA), 100mA cut-off at 20°C 
Discharge Conditions: Constant Current, 2.75V cut-off at 20°C.
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Charge Conditions: 4.2 V, CVCC Max. 0.7C(1295mA), 100mA cut-off at 20°C 
Discharge Conditions: Constant Current, 1.0C (1850mA), 2.75V cut-off at
Various Temperatures

Discharge Capacity (mAh)
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Charge Conditions: 4.2 V, CVCC Max. 0.7C(1295mA),100mA cut-off at 20°C
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Charge Conditions: 4.2 V, CVCC Max. 0.7C(1295mA), 100mA cut-off at 20°C 
Discharge Conditions: Constant Current, 1.0C (1850mA), 3.0V cut-off at 20°C.
Charge/Discharge Rest Time: 20 min.
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